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This subroutine manual was compiled by the Royal McBee Computing 
Section to facilitate the coding of problems for the LGP-30. The pro- 
gramming was done by the: Royal McBee and Librascope Computing Sections 
This subroutine manual, in its present form, is considered to be complete. 


The subroutines provide for a a a of operations whose major: 
types 3 are as follows: 


Machine Input and. juteut. 
Evaluation of Elementary Functions. 
Program Check-Out. 

Complex Operations. 

Floating Point Operations. 


OR008n 


For each subroutine the calling sequences, running time, and storage 
requirements are given. Also where applicable, the range of variables, 
scaling, and accuracy are given. 


It is hoped that. as LGP-30 users develop other useful subroutines, 
they will submit them to the Royal McBee Computing Section. Synopses of 
these” subroutines together with those developed by the Royal McBee 
Computing Section itself will appear regularly in the LGP-30 Newsletter. 
The Newsletter is distributed monthly to all LGP-30 users. This arrange- 
ment will facilitate prompt distribution of routines and will prevent 
unnecessary duplication. . 
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‘DEFINITIONS 


1. A routine is a logical subdivision of a program, complete in itself, 
and serving a specific function in the problem. There is no fixed Jength 
to any routine, and each routine occupies only as much storage.as is act- 
ually needed. 


2. <A subroutine consists of a set of instructions to perform a standard 
task which is of a sufficiently general nature to be used in a number of 
different programs. Examples are subroutines to input and output data, 
compute square roots, arctangents, etc. This Subroutine Manual is a 
compilation of the specifications of the subroutines, completely des- 
cribing the function and use of each. 


3. -A calling sequence is a set of instructions used for transferring 
from the main routine to a particular subroutine. It may also include 
information needed by the subroutine, such as constants and the locations 
‘of certain quantities. The calling sequence for each of the subroutines 
is given in the Subroutine Manual. _ 


h. Minimum Time Programs. 


‘There are occasions when it is necessary to write programs which 
will be executed in as little time as possible. These minimum time 
programs are referred to as "optimum" programs. Since the subroutines 
contained in the Manual are to be used over and over again, they have 
been optimized. (The process of optimizing requires placing the sector 
of the operandetat e+ (7k+1) where 24£k£6 for most instructions). The 
programmer: should bear in mind that 10,000 executions of all nonoptimum > 
instructions would take less than 3 minutes longer than 10,000 executions 
of optimum instructions. If the programmer spends 15 - 30 minutes on 
each routine trying to save machine’ time by optimizing, this time may 
never be made up in the actual running of the problem. 

5. A scale factor of a scaled number in memory is defined as the 
power of 2 by which this scaled number must be multiplied to get the 
original or unscaled number. | 
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CONVENTIONS USED IN THIS MANUAL 


1.. o& is the base memory location from which entry to a subroutine is. 
oe Locations used by the subroutine are in reference to location 
O . E.G., K+ 1, O€+ 2, K+ 3...... 


2. Lo designates an initial location. Lp designates the final location. 


3. The "Stop" and "Stop Codes" referred to in these write-ups and on 
the coding sheet are synonymous with "Conditional Stop Code". 


Live For explanation of our - scaling convention, see write- -up on 
"SCALING". | 


5. Track 63 is ieee by some of these subroutines for temporary storage. 
The track 63 sectors used by the subroutines are enumerated in the res- 
pective write-ups. This practice was found useful for "optimum" program- 
ming of subroutines. However if the subroutines which use this temporary. 
storage are to remain optimum, the Ly of the subroutine must be the 
beginning of a track. It is suggested that the programmer may also use 
track 63 for temporary storage of intermediate calculations. He should 
not place a number in a track 63 location used by one of these subroutines. 
and expect that number to be there after exit from the subroutine. 

, ) 


~ 


Rev. 8/6/57 


Page 1 of 1 


PUNCHING TAPES FROM CODING SHEETS 
See "Sample Program" page for example of coding sheet. 


F sales Only the "Program Input Codes" and "Instruction" columns of the 
coding sheet are to be punched, with appropriate stops. Never punch 
"Location", "Contents of Address", or "Notes" columns... 


2. Hach entry on a line must be followed by a conditional stop code-- 
"Stop" column, symbol (*). A line left blank must have the stop code 
punched. 


bP Punch the "Program Input Codes" column only when there is an. entry 
in the column. The "Program Input Codes" must be followed by the stop 
(#). , This punching must precede the punching of the "Instruction" 
column on the same line of the coding sheet. 


4. Leading zeros need not be punched. All other zeros must be punched. 
E.G., 00013086'only 13086" need be punched. ,0000017' must be punched 
,»0000017*. For TO059# punch TO059°. 


3+ Consider brackets as containing zeros. &.G., for [...!...]! 
[00000000]', only the stop code need be punched. For B[....]' 
BLO000}* punch B0000 §. 


6. All punching may be done in lower case. B0627' will appear as 
bO6274' , | 


The placing of carriage returns is left to the discretion of the 
person preparing the tape. Carriage returns do not affect the input 
operation. We have arbitrarily placed a carriage return (KK) after 
every mn words on each coding sheet. 


Se A eee may precede a punched program to identify the tape. 
Anything except a stop code may be punched as a header. Then as the 
tape is fed through the input reader the heading will print but will 
not affect the operation of the computer. 


9. Each tape should be verified after punching. This can be done by 
placing the punched tape in the reader and "listing" ‘the tape by the 
following process. 


a. Depress the:"Cond. Stop" button on the Flexowriter, 

b. Depress "Start Read" button. 

c. When printing - stops, depress the "Stop Read" button on the 
Flexowriter. 


Then the printing may be visually checked against the coding sheets 
for correctness and presence of stop codes. 


10. It should be the programmer's responsibility to enter "Program Input 
Codes" (and the associated stop codes) on the coding sheet. This will 
usually consist of a start fill (;), a set modifier ‘eae and possibly 
some hex. words (; ) and/or stop and transfer (.) codes. 
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SAMPLE PROBLEM 


IGP-30 CODING SHEET 7 Page_/ of _/ 
Job No._XXX__ Prog. No.2” Y Prep, by 22S ckid. by_GLW date ¥-/-57_ 
Problem_£ VAL on oF 474 DEGREE for Fixed _ foint Track _/79 


3.2,0,0,/,0,0,01"| 


Program Input Instruction 5| Contents of 
eeecag [E tecatton| a ee S| eaieea tote 


x | 
Conditional Stop Code KJ) carriage Return 
Royal MSBee Corporation Jan. 57 
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SCALING 


The IGP-30 normally handles all numbers as if they were of the form 
oXXXXeseeseeceey that is, numbers numerically less than 1. However, it 
is quite simple to carry any number in the machine at any number of bin- 

ary places, and this arithmetic is explained below. In talking about 
the placement of the radix point in the IGP=-30, it is simpler to talk of 
the number of whole places in front of the radix point, rather than the 
number of places after the point. Hereafter, a number will be referred 
to as being carried at q places, q being the number of binary digits to 
the left of the radix point, and 30-q as the number to the right of the 
point, 


Additions Addition of course poses no problem if the two num~ 
bers to be added are at the same number of places. If not, either may 
be shifted before addition by multiplying or dividing by "Oneat an 
appropriate q. 


Multiplication: The IGP-30 multiplies a number at qj] places by | 
a number at qo places and forms the product in the accumulator at qyz 
plus 92 «places. 


Division; The IGP~30 divides the accumulator at q places by a 
nunbér at qo places and forms the quotient in the aeomuilator at qy, 749 

= 42 places. It should be noted that overflow will occur if the quotient 
devéloped is not less than 293 in absolute value, 
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-LGP-30 Input Output 


Keyboard Code 


\ 


Numerical Commands Controls 
123456 123456 12 3456 

yO 000010 Zz 000001 Lower Case 000100 
Ll 00110 Bb 000101 Upper Case 001000 
#2 001010 Yy 001001 Color Shift 001100 
"3 > 001110 Rr 001101 Car Ret 010000 
Ak 010010 Ti 010001 Back Space 010100 
%5 010110 Dd 010101 Tab 011000 
$6 011010 Nn 011001 Cond Stop (') 100000 
x7 011110 Mm 011102 Start Read 000000 
£8 100010 Pp 100001 Space 000011 
(9 100110 Ee 100101 Delete 111111 
Ff 101010 Uu. 101001 

Gg 101110 Tt 101101 Signs 
Jj 120010 Hh 110001 
Kk 110110 Cc 110101 = 001011 
Qq 111010 Aa 111001 _- 000111 
Ww 1112220 Ss 


111101 


Balance of Keyboard , 


1234456 


001111 
010011 


010111 - 


011011 
011111 
100011 


100111 


020009900009090000009 00 00 


_ Symbol 


Stop 
Bring 


TInont 
Divide 


Print 


Test 
Hold 
Clear 
Add 


NQreoamtHsaea avs 20 vy aTwH IN 


131 072 
262 Vids 
52) 288 


1 048 576 
2 097 152 
19) 30) 
8. 388 608 


16 777 216 
33 55, 32 
67 108 86) 
13h 217 728 


Command 


Store Add. 
Return Add. 


N M ultiply 
Multiply 


Extract — 
Transfer 


Subtract 


OD NOME WNFO 2 


Binary 


0000 
OQ001L 
0010 
0011 
0100 
OLOL 
01.10 
0111 
1000 
LOOL 
1010 
1011 


0.000 


0.000 
0.000 
0.000 
0.000 


= 
L 
ral 


1,88 


2h 10 


SORUOD HO DNAMEWNMEO 


281 


—] 
o 


06 


O ON NUL" WN © 


625 


122 070 312 5 


061. 
030 


015 258 


007 
003 
001 


000 


000 76 


000 
000 


000 
900 
000 
000 


035 
517 


629 
B81); 
907 


953 


238 
119 


059 
029 
ol) 
007 


156 25, 
578: 125 © 


789 062 5 

39 531 25 
697 265 625 
3h8 632 812 5 


67); 316 06 25 
837 158 203 125 
1418 579 101 562 5 
209 289 550 781 25 


60h 6h) 775 390 625 

802 322 387 695 312 5 
901 161 193 87 656 25 
hSO 580 596 923 828 125 


Keyboard Code 


02 L% 


0.000 000 003 725 290 298 61 91h 062 5 
0.000 000 001 862 645 149 230 957 031 25 
0.000 000 000 931 322 57h 615 78 515 625 
0.000 000 090 165 661 287 307 739 257 812 5 


268 35 456 28 
536 870 912 29 
1 073 71 82) 30 
2 147 83 648 321 
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BOOTSTRAP ROUTINE 
(PROGRAM 09.0) 


FUNCTION: 

To load the input routine on tracks 00, Ol and 02. After the 
bootstrap program has loaded the entire input routine, a halt is 
executed at track 63 sector 13 (3W34.) Depressing the Start button 
transfers control to the first instruction of the input routine. 
PROCEDURE: 

The tape containing the bootstrap (and the program input routine) 
is placed in the tape reader and then the following manual operations 
are performed ; 


1. Connect Switch to "off" position. 
(“Inp. - Comp." switch to "Comp." on early. machines.) 


a. Depress Flexowriter "Start Read" button. 


2. Depress "Manual Input" button on console. 
("Interrogate" button on early machines.) 


3. Depress Flexowriter "Start Read" button. 


hk. Depress "Fill Instruction" button. 
("Fill R" on early machines.) 


5S. Depress Flexowriter "Start Read" button. 
5. Depress "One Operation" button. 


7. Depress "Execute Instruction" button. 
("Execute R" button on early machines.) 


8. Repeat steps. 2 through 7 five more times before proceeding 
to step Yy. 


9. Depress "One Operation" button. 
10. Depress "Normal button. 


11. "Connect" switch to "On". 
(Inp - Comp." switch to "Inp.' 


"on early machines. 


12. Depress Computer "Start". 


The entire tape will automatiaclly read in after manually per- 
forming step 12 above. 
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(PROGRAM 09.0) 


OUTPUT: 
Program input routine on tracks 00, O1, 02. 
STORAGE: 


The bootstrap routine uses 21 words on track 63. (Sector 00 
through 14, 22 thru 26 and 6). 


TIME: 


The time to read in the two programs after depressing the Start 
button in Step 12 is approximately three minutes. 
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LGP=30 PROGRAM INPUT ROUTINE 
(PROGRAM 10.0) 


The purpose of this report is to describe a method of entering 
information into the IGP-30. The general characteristics of the IGP-30 
are described in the programming manual, A program consists of two types 
of words, data and instruction. This write-up primarily describes the 


process 


of inputing instruction words and hexadecimal representations of 


data words. This process does not, handle data words expressed in decimal 


form. 


There are several functions to be performed by a useful input routine, 


l. 


2e 


36 


he 


The most direct way of entering information into the LGP-30 is 
to present it. with binary words. But since it is difficult to 
program in this number system, we prefer to do our programming 
in decimal notation. If we are to write words in decimal form, 
we must provide the machine with a means of converting such words 
into binary form. 


‘Most routines contain instructions which refer to other locations 
within that routine, Hence if we wish to place the routine in 
another portion of memory, we must modify some of these addresses, 


It is sometimes useful to express a number in binary forme Co8os 4T 
or other universal constants. 


It may be necessary to make instructional or data changes to a 
program that has already been stored in memory. 


These are the functions which this input routine is designed to 


performe 


This routine recognizes seven types of input word, The sign and 
first 3 bits of the input word are used for the input routine to iden- 
« tify the type. These words and their symbols are as follows: 


le 


2e 


Instruction (none) consists of an order and decimal address, 
The address consists of a decimal track and sector, The 
instruction is converted to its binary equivalent and stored 
in a given location, The address portion is incremented by 
the contents of the "modifier" (to be discussed below) un 
less an "x" precedes the order, eog» b 000 will in inc~ 
remented. x b 6310 will not-be incremented (and the x will 
not appear in the stored instruction). 


Command (+) This word will be treated as an order to the 
input routine. The order will be executed after entry of 
another word. The command is input in decimal and is not 
incremented by the modifier. The second word, presumably 
data, is input in hexadecimal. e.g. +00h1637 followed by 
73WO8 will store the hexadecimal word 73W08 in memory 
location 1637. 
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PROGRAM 10.0 


3. Start fill (;). Tells the input routine where to begin 
filling input words. Each succeeding word will be filled 
consecutively. The address portion of the start fill 
word is decimal, am consists of both track and sector 
number. e.g. 30003128. The first stored word will be 
located in track 31, sector 28, 


lh. Set modifier (/). The magnitude of the address of the 
modifier will be used to increment orders. The set 
modifier word will usually follow a start fill and will 
usually be identical to it in magnitude. This word is 
for use by the input routine only. 


5. Stop and transfer (.). This word stops the flexowriter. 
A "start" will transfer control to the memory location 
contained in the address portion of the stop and transfer 
word. Depressing break switch 32 on the control panel 
will cause the computer to disregard the stop portion of 
this word. e.g. »0001700 will stop reading, then control 
will be transferred to track 17, sector 00. 


6. Hex. words (,). This instruction causes the next N words 
to be filled without conversion. N is specified in the 
address portion of the "hex. words" word and must be 
within the range 1 +N = 63 e.g. ,000001) means the next 
1) words are to be stored in the next 1) consecutive memory 
locations. The words must be in hexadecimal notation, and 
they will not be incremented by the modifier. 


7e Hex. fill (v). Fills the next n words hexadecimally 
beginning in m. m and n are proper hexadecimal numbers. 
The format of the word is v nj Ny My Coke 
vlJO2WOO means the next 1J0 words [aga © = (Bue will 
be filled consecutively beginning in location own { (2W00) 16 
= track (47). sector 00]. Up to (7WW) 6 = (2017) 45 words 
ean be filled’ by a single hex P4111 tnpus order. 


Leading zeros need not be punched on any input word. All other 
zeros must be punched. e.g. 800T0018 must be completely punched; 
ee only the last five characters need be punched. ecg. 

B3749. 


When the overall coding for a problem is surveyed, it is found 
that the instructions separate logically into independent groups, 

some of which can be used in any number of problems. Examples of these 
groups are subroutines of all types, standard input and output routines, 
and the mathematical subdivisions of the problem. It would be desirable 
to code these pieces without reference to the other pieces. In order 
to separate these pieces completely, it is necessary to assign a group 
of instructions a block of storage locations which does not correspond 
to actual memory locations; otherwise two blocks of coding might be 
found to occupy the same section of storage, requiring a change in the 
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PROGRAM 10.0 


coding for one of the two pieces. The "set Modifier" order of the 

input routine was intended to facilitate this type of coding. A 

group of instructions can be coded without reference to actual memory 
locations by starting that group at symbolic address 0000. Then by 
setting the modifier to the "start fill" location, the programmer may 
position a routine to any part of memory. An instruction preceeded by 
an "x!" will not be incremented, and this instruction will still refer 

to an absolute memory location. It should be noted that orders may be 
coded for actual locations merely by setting the modifier to zero (i.e.; 
input order /0000000). Thus no particular restrictions are imposed upon 
the programmer by this system. 


If the input routine detects an erroneous input code it will print 
"code" and halt. The last word read from tape contains the erroneous 
code in the first punched character, 


A tape prepared for this input routine must contain flexowriter 
format control. It is suggested that a carriage return be inserted after 
every four words on tape. If there is no format control and the flexo-~ 
writer carriage is permitted to space into the automatic carriage return 
a stop will result. The computer will continue if the carriage return 
button is depressed. 
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-Code 


9 O 


Operation 
Track 
Sector 


O's 


x OR 
Oo HHOO 
FP PRPPP 
™ nN PM 1 
Ww Ww lo lo lo 
Sere 


© 
Ke) 


00°123h 
00 1234 
001234 


0000 12 


¥ mynphs mmgmsmy, 


INPUT ROUTINE FORMAT 


Mod. 
Not Mod, 
Mod. 
Not Mod e 


PROGRAM 10.0 


INTERPRETED AS: 


Instruction ~ 
Order plus address (dec.) 


Command, This word is 
treated as an order, using 
the following word as data. 
Following word in hex, 


Start Fill ~ Address in decimal 
Set Modifier - Address in decimal 
Cond, Stop and Transfer =~ 

Stop (unless Sw 32 down) and 
transfer to location specified 
in address. 


Hexadecimal words. 
Next N (dec) words are hex. 
fill sequentially Lle=N <—63 


Hexadecimal Fill = Fill WN 


are words beginning in loc. 


M (hex) 1 @ N & 207 » 


Rev, 3/25/57 


Page 1 of 2 


HEXADECIMA), INPUT ROUTIN' 
(Prog:"am 10.1) 


FUNCTION: 


1. 


ce 


INPUT: 


To read hexadecimal information and store it on the memory drun. 


To verify that the information has been correctly stored by 
generating a summation of the binary bits stored on the drum 
(a check sum) and checking this summation against a previously 
computed summation placed on the input tape. 


A tape prepared in its entirety by program 13.1. This tape contains 
the following: 


cea S 


1. An identification word in the form v n] np n3 my, m5 m, m where 
N= (nj no n 3) = the number of words in hexadecimal to bé placed 
on the ne M = (mj) mo m3 ™) = the initial location in hexadecimal 

to begin storing the words 

2. N hexadecimal words, each followed by a Sondieisnat stop code. 

3. The check sun. 

PROCEDURE: 

1. Transfer to the beginning of this routine with the previously 
prepared tape in the reader. 

2. The routine will read the identification word and set up the 
initial address and a tally from M and N respectively. 

3. The hexadecimal words are read and stored sequentially on the 
memory drum. After each word is stored the address (for the 
next wora)is incremented by 1 and the tally is decremented 
by 1. 

4. After all hexadecimal words on tape have been placed in memory, 
the check sum 1s read in and stored within this routine. Then 
another check sum is computed in the identical manner used by 
program 13.1. 

5. The computed check sum iis subtracted from the one placed on tape. 
If they are equal, the routine returns for another identification 
word. 

6, If the two check sums are not equal the routine prints "error" 


and halts. To re-read the same record, back up the tape in the reader 


to the last "v code" (identified by a puneh in channel 6) and depress 
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(Hexadecimal Input Routine continued) 
the start button. The routine will return to re-read the identification 
word and proceed from there. 


OUTPUT : 


The information on the tape stored in memory and checked for 
validity. 


TIME: 


Reading from tape - one track per minute. 
Computing check sum - ten tracks per minute. 


~ STORAGE: 


96 locations of instructions and constants.. 
No temporary storage. 
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DATA. INPUT #71 SUBROUTINE 
(PROGRAM 11.0p) 


FUNCTION: 


To read a decimal number from tape, convert to binary, scale to 
the proper binal point location, and store the word in a specified drum 
location. For each number the following is punched on tape: 


1. he decimal point location of the number on tape, 
counting from right to left. (One decimal digit 
designated as "P"),- . 

2. The binal point location desired for the number 
to be placed on drum. (Sign and two decimal 
digits designated as "q"), 

3. The drum location to which the number is to be 
sent. (2 decimal digits for track and 2 decimal 
digits for sector). 

4. The number to be entered (Seven decimal digits plus sign). 

_ INPUT: 


For each word to be stored, an identification word (parts 1, 2, 
& 3 above), and the signed number (part ); above) are required. 


CALLING SEQUENCE; 


Loc. Inst. - Add. 
HK R (Lo + 8) 10 
Kt 1 U L, 
K+ 2 etc. 


OUTPUT: 


The scaled binary representation of the number will appear at bits 
proper drum location. 


EXIT: 


A "zero" identification word will cause the eee to exit to 


(+ 2). 
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PROGRAM 11.0R 


SCALING : 


The location of the decimal point in the decimal number is 
specified by a number P, which denotes the number of places follow- 
ing the point in the seven digit field, P can be in the range 0<P.9. 
The location of the binary point in the full 30 bit binary word is 
specified by q, the number of digits preceeding the point in the full 
word. q can lie in the range given in the following table, 


In order for the number to be representable at a given q, the 
number must be less (in absolute value) than o4- However, if too large 
aq is used, the number will not reconvert exactly on output, since there 
will be too few binary digits following the point to adequately represent 
the fractional part of the number. The following table also gives the 
maximum conversion correspondence between P and q. 


TABLE OF P vs q: 


P Max q Min q Max q for Exact Min q for Max 

patted Reconversion No. Size (all 9's) 

0 +h7 +2 +30 +2h 

1 +))3 -2 +26 +20 

2 +)0 @5 +23 +17 

3 +37 8 +20 +14 

yy +3) -1l +16 +10 
5 +31 -1y +13 +7 

6 428 lh? +10 +h 

7 +2), ~21 +6 ) 

8 +21 ~2h | +3 -3 

9 +17 ~28 0 6 
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PROGRAM 11.0rR 


TIME: 
20 - 25 words per minute. 
ACCURACY: 


The scaled number in memory may be inaccurate in the 30th binary 
position. 


STORAGE: 


192 locations of instructions and constants. Eight locations of 
temporary storage (Track 63, sectors 03, Ol, 5, 52, 54, 55, 56, 57). 


PROGRAM STOPS: 


Loc. Meaning 
(lp + 0234)4, Divide check in scaling data word. ON@ > 24, 


EXAMPLES: (See LGP-30 Data Input 1 load sheet) 

TY. Place +96.40236 in drum location 623) at aq of aq 

2. Place -.000000597 in drum location 2363 at aq of -1h 

3. Place +330000. in drum location 2100 at a q of +30 

TAPE PUNCHING INSTRUCTIONS: 

1. All characters of the I.D. word must be punched. e.g., punch 
0+096300° completely. The first three characters should not be 
omitted. The stop code (*) must be the last character. 

2. Leading zeros of a positive number need not be punched. To 
enter all zeros merely punch a stop code. All digits of a 


negative number must be punched. 


3. Be sure to check each load sheet to see whether an additional 
stop code should follow the last number punched. 
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LGP-30 DATA LOAD SHEET 


Proge No..//4 Og Prep. by 


Ex 


Date 


Ck'd, by 


Job No. 


Case 


PLes FoR DATA  LwpurT_F/ 


Problem 


of P49 
~284q4h7 
00004£Lo0c46363 


el LX DX DX IX IX DX Xx Xt XX MXR 
SNe Sc A Ss ea ed a es ee er 


. 
Cc} = 


3.30000 


Location 
[Z 2 
2 3 
oa eee 
acca! 
sections 
be seeaes 
| 
es 
po 
ee 
anand 
lees 
ae 
Leese 
Eee ae 
eae heal 
teased 
ae 
eA 
eed 
ae 
Leese | 
es 
Peace 
ee 
Pee 
Hp 
Cre See 
pete 0 


INPUT #1 


No 


xX 


Yes 


Punch a stop code after the last number? 
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This Subroutine was developed by the Librascope Computing Group 


DATA INPUT NO. 2 SUBROUTINE 
(Program 11.1) 


FUNCTIONS: 


1. To input a sequence of "N" signed seven decimal digit numbers, 
each with the same decimal point, convert to binary (all at the 
same q) and store sequentially in M, M + 1......+.. 


OR 


2. To input one. signed seven decimal digit integer and convert to 
a Signed binary integer at q = 30. 


tT. SBQUENTIAL FILL: 
Input: 
"N" signed decimal numbers on tape and the hexadecimal code word 


in the accumulator. 


Calling Sequence: 


Loc. _— Inst. Add. 
Q- 1 B L (Code word) : 

“ R : (Lo + 0121),9 ‘Track 01, Sector 21. 
+ 1 U (Lo + 0104) 56 Track 01, Sector Ol. 
A+ 2 etc. : 


@- 1 need not contain a B order. Any order or sequence of orders 
that leaves the code word in the accumulator is permissible. 


a code word must be in the form: ny No ny C mM, Mo mz Mj). 


= (ny n2 n3 ) = number of words to be Tilled (in hexadecimal 
i" q = 11) O<N<2018. 


C = characteristic of numbers to be filled (mumber of integers) 
O<C< 9. See correspondence of C and q under "Output. 


M = zy m2 m3 m),) = First address to be filled (in hexadecimal at 
q = 29 : 


Examples: 
1. Code word OOF?30200 means fill 10 (F) words, starting in 
0200 with decimal numbers of the form + KKK. XAXX (etonce at q = 10) 


2. oe word os 
31 a 
=e dae (49) 10 
B 
(0514), ., = (0507), 


uv 


=O 
t! 
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(Data Input No. 2 Subroutine eonttaucd) 


Fill 0507, O50 wines, 0555 with the next 9 decimal words 
on tape. Words are interpreted as ROO XO. (stored at-q = 27). 


Output: 


Binary’ representation of words on tape filled sequentially 
beginning in location M. | 


C Gg Decimal words interpreted ass 
O 0 “ » XAXRIXE | 
1: hy OY XARSY 

2 7 £ oe | 
3 10 de A RO 
mn Ly eR 
5. 17 + AKSX NY 

6 20 te ak 

7 2h +e a AURKK, 

8 27 + XXXXXXXO. 
2. 30 + XXXXXXXO00. 


BxXit: 


After all words have been scaled and stored, ene routine exits to 


A+ 2, 
_ Accuracy: 


+ 1 atc = 30 for 0<C<6 
Exact conversion for 7<0<9 


Time: ( 


4S to 55 words per minute. 
Note: | —_ | . 
If the hexadecimal code word is on tapé, replace the q@-1 
instruction of calling sequence by the instructions POOOO 
and IOO00. 
IIT. ONE WORD INTEGER CONVERSION: 

_ Input: 

One signed decimal integer on tape in the form + XXXXAXX. 


Calling Sequence: 


Loc. Inst. Add. 
a + ee 
A + etc 
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(Data Input No. 2 Subroutine continued) 


Output: 
Binary integer at q = 30 in accumulator, 
Conversion is exact. 

PROGRAM STOP: 4 | 
| : “ec. | Meaning 


. Divide check in scaling data word. 


STORAGE: 


89 locations of instructions and constants. 
No temporary storage. . 


NOTE: 


. Leading zeros of a positive number need not be punched. To enter 
all zeros merely punch a atop code, §11 digits of a negative number 
must be punched, | ; 
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DATA INPUT NO. 3 SUBROULINE 
(Program 11.2) 


FUNCTION: . 


To input groups of decimal numbers from tape, each group with the 
same decimal point, convert each number to binary, all at the same q, 
and store in consecutive memory locations. This differs from Input No, 1 
in that each group of numbers, rather than every number, is preceded by 
an identification word. The identification word contains P, + q, and the 
location for the first number to be stored. All following numbers of the 
group are filled sequentially at the same P and q. A "minus zero" number 
will terminate the group, and, another identification word will be read 
_(See examples for "minus zero" format). 


CALLING SEQUENCE: (Same as Input No. 1) 


Loc. Inst. Add. 

ss R (Lo + &) 
“+1 vu 8 gS 
4H +2 ete. 


EXIT: 


A zero identification word (normally preceded by aminus zero 
number) will cause the routine to exit to &+ 2, / 


TIME: 
45 - 55 words per minute . 

STORAGE + 
192 locations of instructions and constants. 
(3 tracks). 


Five locations of temporary storage. 
(Track 63, sector 00, O1, 02, 03, Oy) 


‘PROGRAM STOP: 


Loc. Meaning 
(Lo + 0135 )a6. Divide check in scaling 


data word ItNiped. 
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(Data Input No.!3 continued) 


(See LGP-30 
Group No. 1. Place 
; : a 


The minus zero 


Group No. 2. Place 
tt 


; en | | 
The minus zero 


. Grou uP No. 3. Place 


The minus zero 


Date Input 3 Load Sheet) 


+96.40236 in drum location 623) at q = 


-30.00000 " 1 8 — 6235 iT] 
+03.14159 S428 6236 i" 
~21.50000 " ™ 6237 " 


causes identification word No. 2 to be 


~ ,0000005 97 in drum location 2363 at qd 


+,000009000 ". ¥ 1 _2)00 " 
+,000060000 *. #! ahol om 


causes identification word No. 3 to be 


+330000 in drum tention 2100 at q = 30 
word causes identification word No. A, t 


read. 
- =k 


read, 


o be read. 


Identification word No. is the extra stop code punched after 
the last number ee bottom of load sheet, "Yes" is ch 


ecked). 


This enters a zero identification word, so the subroutine 
exits to (e¢+ 2). 


See Data Input I write-up for "SoaLing! 


Punching Instructions", 


"Table of P vs q", 
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and "Tape 


of. 


© 
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LGP-30 DATA LOAD SHEET 


Date 


Ck'd. by. 


+A LNWPUT 3 


//. ot Prep. by 


Proge No. 


re 


Problem 


Job No. 


Case 


A 


LES FOR 


of P49 
~284q4h7 
0000£1.0c46363 


7, 
ra) 


090,09 9,0 
0,0,0,0,5, 
FP o 
6.9 00 


WN] 9 fof afi of 9 
\y] 9 4) 
NIE 9 aN) 
WN9 Q 
N] \o 0 
11 ~ Q 
ae | a ad ae Ol_ 


FB 000 
lO0 0,200 0CO 
1 
| 
| ' « 
| ‘ 
" [one v 
adh cneetrenealevwenedbernres 
Pia EN CSR a OEE OAT SNE 
Cn oa nnfaseonaiee Leeman canine 


sas = YE na 


Yes 


Punch a stop code after the last number? 
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DATA OUTPUT #1 SUBROUTINE 
(PROGRAM 12.0) 


FUNCTION: 


To convert and print a nine decimal digit number plus decimal point 
and sign (sign if the number is negative). 


INPUT: 

The number to be printed in the accumulator and a code number in 
storage location “+ 2 to indicate the number of integers before the decimal 
point, 


CALLING SEQUENCE: 


loc. Inst. Add. 
a B ae 
i R Lo + 12 
x 1 U soe is 
At 2 Z 000C 
on. 3 etc. 


A. 1 need not contain a bring order, Any order which leaves the 
argument in the accumulator is permissable. 


C denotes code number and may be O thru 9, 
OUTPUT: 


Nine decimal digits plus a sign (or space if the number is positive) 
and a decimal point. 


CODE NUMBER: 


Cc. q of No. Output 
0 0 o XXXXXXKXX 
1 k X.XXXXXXXX 
2 7 XX .XXXXXXX 
3 10 XXX. XXXXXX 
\ ik XXXX. XXXXX 
5 17 XXXXX. XXXX 
6 20 XXXXXX. XXX 
7 2h XXXXXXX. XX 
8 27 -XXXXXXXX. X 
9 30 1608 0.08 6.0 eo 


MISCELLANEOUS : 

Each binary number is scaled and converted as a fraction. The code 
number is used by the routine as a print stroke counter. The only format 
control is a tab after printing. It is safe to print immediately on exit 
from the routine, After printing control is returned to A+3, 

TIME: 


Printing takes about 1.5 seconds including the tab. 
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PROGRAM 12.0 


DATA OUTPUT #1 SUBROUTINE (cont'd) 
ACCURACY: | 


Maximum error is one in the ninth printed digit. 


STORAGE: 


96 locations of instructions and constants. 
No temporary storage. 


PROGRAM STOP: 


(Lo+38) 16 Argument // 10° 


Rev. 1 (12-15-56) 
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DATA OUTPUT NO. 2 SUBROUTINE 
(Program 12.1) 


FUNCTION: 


To print one or more groups of numbers in decimal form. Each 
group hag the same binal point location (q), and all numbers are 
printed from consecutive memory locations. 


INPUT: 
One or. more groups of numbers to be printed, the initial location, 
the number of numbers in each group, and the binal point location (q) 


of each group. 


CALLING SEQUENCE: 


Loc. Inst. Add. 
em - 1 B L(1st. No.) 
el R Lo + 5 
a& +1 U Lo 
a+ Z Noqo 
[(&+1) +1] Z Nis 


[(@% +1)+(i41) ] etc. 


N; = number of words in group i. Ny is placed in the track 
position (in decimal). 1< Ny < 63. | 


44 = binal point location of the ifth group. qy is placed in 
the sector position (in decimal) O’< qq < 31. | 


OUTPUT: 


Printed decimal representations of the numbers specified. ach 
output number will consist of a sign (space or minus), eight (or more) 
decimal digits and the decimal point. A tab is given after each number. 
There will be g/l (rounded) = J printed integers unless the number 
to be printed will not fit at that J. If the number is too large, 

J is increased by enough to accommodate the number. The number of 
decimal places will be 8 - J (30). If more than eight integers are 
needed to express the number, J will be increased and no decimal places 
will be printed. | 


EXIT: 


The routine exits to the first "non - Z" instruction. 
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EXAMPLE : 
Loc. Inst. Add. 
o- 1 xB ~ 2100 
oe xR + 5 
o+ 1 xU ad 
A+ 2 — xXZ O407 (1) 
“K+ 3 XZ 1015 (2) 
of + 4 xB y (3) 


The above calling sequence will cause this. subroutine ‘to: 


1. Print the contents of 2100, ol, 02, and 03 as +XXXXXXXX or 
+XXX.XXXXX. J = 7/4-(rounded) = 2. If one or more of ‘these..numbers 
is too large, J will be increased to 3 for that number. 


2. Print the contents of 210), 05.....13 as +XXXX.XXXX unless 
one or more of these numbers is too large. The number(s) 
which overflow J = will be printed as +XXXXX.XXX. 


3. Exit to e+ lh, which is the first "non-Z" order following the 
calling sequence. 


PROGRAM STOPS: 

None. 
ACCURACY: 

Output is exact (and rounded). for eight printed digits. When nine 
digits are printed, the output will be in error by 5 or 6 in the ninth ~ 
place. 

STORAGE : 


160 locations of instructions and constants (2.1/2 tracks). 
No temporary storage. 


TIME: 
Approximately 30 words per minute. 
RANGE: | 


The number to be printed must be within the range S107 <N< 107. 
q must be within the range 0 < q < 31. . 
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HEXADECIMAL PUNCH OR PRINT 
(PROGRAM 13.0) 


FUNCTION: 


lL. To print the contents of consecutive memory locations, or 
2. To punch (and print) the contents of consecutive memory locations. 


INPUT: 
Beginning and final locations in decimal. 
OUTPUT: 


Hexadecimal representation of the contents of memory locations Lo 
through Lp. Output is six words per line. Leading zeros are not punched 
or printed. When a memory location's value is zero, the flexowriter exe- 
cutes a space if the "transfer control" button is down. When the Transfer 
Control button is up, the routine punches a conditional stop code for a 
_ memory location that contains zero. When punching, an identification 
word (for use by the program input routine) is punched as the first 
word on tape. 


FORMAT CONTROL: 


Depressing the "transfer control" button on the computer console 
causes the routine to space between printed words, Otherwise stop codes 
are punched after each word, If the transfer control button is down the 
carriage is returned before printing. If it is up the control word is 
punched. The control word consists of v N M, where N is the number of 
words in the record to be punched, and M is the initial location. Both 
M and N are in Hexadecimal. 001)¢4N* 7wwy, Cobos vy j2k00 ! denotes a 
record of 332 words beginning in location E00. This word is recognized 
and used by the program input routine (Program 10.0) as a hexadecimal 
fill instruction. 


PROCEDURE: 


l. Depress "manual input" button on the flexowriter. 

2. Transfer to the first location of this routine. 

3. After the "manual input" light turns on, type the initial and 
final locations (in decimal) into the keyboard. 

lh. Make sure the transfer control button is in the correct position 
~ up for punchout - down for printout. 

5. Depress "punch on" switch on flexowriter for punchout. 

6. Depress the "start comp." button on the flexowriter. 


LIME: 
Approximately 45 words per minute. 
STORAGE: 


158 locations of instructions and constants, 
No temporary storage, 
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HEXADECIMAL PUNCH OR PRINT NO. 2 
(Program 13.1) 


FUNCTION: 


This subroutine functions and operates the same as program 13.0 
with the exception that after punching has been completed ("transfer 
control" switch up), this routine computes a check sum and punches 
it as the last word on tape. This check sum is intended for use by 
programs. 10.1 and 10.2 which determine whether the content of the tape 
has been correctly recorded on the memory drum. 


TIME: 


eee intarce ens 


The check sum is computed at approximately 7 seconds per track. 
STORAGE : 


20) locations of instructions and constants. (Three tracks and 
12 sectors). 


No temporary storage. 
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SiN COS SUBROUTINE 
(PROGRAM 14.0) 


FUNCTION: 


To compute the sine or cosine of any given angle. A 9th degrase 
polynomial approximation is used. The argument must be in degrees and 
will be reduced to the first quadrant equivalent before computation 
of the function, 


INPUT: 
One word in the accumulator at q = 9, 
One word in the accumulator at q = 1. 
CALLING SEQUENCE: 
Au 1 &B L (Arg) Hoe i B L (Argo) 
ae ‘ : {To + 49) 55 Oi R (Lo + 49) 
A+ 2 etc. oh tp = a (Lp + a0 


“Aw 1 need not be a B order, Any order or orders that leaves the 
argument in the accumulator is permissable, 


ACCURACY 
The maximum error is approximately 5 x 107", 
250 to 275 MS. 

STORAGE? 


6, locations of instructions and constants. 6 locations of tempo= 
rary storage (Track 63, sectors 02, 04, 05, 06, 07, 45). 


16/29/56 


Page 1 of 1 


SQUARE ROOT SUBROUTINE 
(PROGRAM 15,0) 


FUNCTION: 


To compute the square root of any positive number. The argument 
may be at any even q, and the output will be at q/2. 


INPUT : 

One word in the accumulator at any even de 
OUTPUT: 

One word in the accumulator at q/2. 


CALLING SEQUENCE: 


Loce Inst. Add, 
oH - 1 B L (Arge) 

o R (Lo + 50) 
A+ 1 UO te 10 
A+ 2 etce 


“= 1] need not contain a B order, <Any order or orders that leaves 
the argument in the accumulator is permissable. 


ACCURACY : 

Answer is correct to 30 bits. 
TIME: 

Varies from 500-750 MS. 
STORAGH2 


6l; locations of instructions and constants. 5 locations of tempo- 
rary storage (track 63, sectors 19, 20, 21, 23, 2h). 


PROGRAM STOPS: | 


‘Loc. Meaning 
(Lo + 6145 Argument is negative, A start exits with zero 


in accumulator, 
NOTE: 


A single bit in the 30th position will be treated as zero. 
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ARCTANGENT SUBROUTINE 
(PROGRAM 16.0) 
FUNCTION: 

To compute the arctangent of any given number. A 15th degree polynomial 
approximation is used, The output is in degrees, and the principle value 
will be given (first or fourth quadrant). 

INPUT : 
One word in the accumulator at q = 9. 
OUTPUT: 

One word in the accumulator at q = 9 (degrees). 

CALLING SEQUENCE: 


Loc. Inste Add. 
Xe 1 B L (Arg.) 
ox R (Lo + 51) 
Xr 1 U L 
A+ 2 etce | 2 


oA - 1 need not be a B order. Any order or orders that leaves the 
argument in the accumulator is permissable. 


ACCURACY s 


Maximum error is 5 x 1077, The output will be between 0° and 89.90°, 
because the argument cannot be numerically greater that 512, If the pros 
grammer wants his output to come closer to 90° he can modify the routine 
-. changing (a+ 56)49 and (Lp + 59) 40 from 1 and 2, respectively, at 

= 9, tol 2 ate some greater Goe Then the argument must be at qo. 
ts 

320 milliseconds. 

STORAGE: 


64 locations of instructions and constants. 10 locations of tempo- 
rary storage (track 63, sectors 0h, 05, 06, 07, 08, 09, 10, 13, 50, 51). 
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EXPONENTIAL SUBROUTINE 
(PROGRAM 17.0) 


FUNCTION? 


To evaluate the function K*, where K = 2, e, or 10, and ~1éx41. 
To obtain higher values of the exponentiel function, multiply the out - 
put of the subroutine K to the integer part of the exponent. 


EXAMPLES : 1025 = 102+ , 10-5 
2-305 = 9-3. . 9-5 
exe XX om exe . eexXXt 


One word in the accumulator at q = 1. 
OUTPUT : 
One word in the accumulator at q = hh. 


CALLING SEQUENCE: 


A- 1] B L (arg.) 

R (Lo + 09) 46 | 
a ee 8 U Lo for 2 
A+] U (Ly + 2)49 for eX 
ae. U (ly + 3 x 
ae oo ( 0 Jig for 10 


“= 1 need not contain a B order, Any order or orders that leaves 
the argument in the accumulator is permissible. 


ACCURACY : 

Answer is correct to 5 x 10 ~8, 
TIME: 

255 to 285 MS. 
STORAGE: 


63 locations of instructions and constants. 
No temporary storage. 
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L0G, X SUBROUTINE 
(PROGRAM 18.0) 


FUNCTION: 

To compute the logarithm of any given number to the base 2, e, or 
10. <A 7th degree polynomial approximation is used. The argument must 
be positive. K, the base to be used, must he specified in the calling 
sequence. 
INPUT» 

One word in the accumulator at a positive q. 
OUTPUT: 


One word in the accumulator at q=6. 


CALLING SEQUENCE: 


Aw 1 B L (arg.) 

° R (Lo + 2h)49 | 
At] U Lo Lo s Initial location of Subroutine. 
Se Z q q s No. of places in argument, 
AD Z K K = (0 for log 5X ) 
ae ete. (1 for log ,X ) 


(2 for log 30% ) 


o- 1 need not be a B order, Any order or orders that leaves the 
argument in the accumulator is permissable, 


| The argument must be greater than zero, q, the number of places 
in the argument must be in the range 04q431. If K, the type of output, 
is not equal to 0 or 1, the base 10 will be used. 
ACCURACY : 
The error is 3 x 10-8, 
PROGRAM STOPS: 
(Lo + 8)4, Argument is zero or negative. 
TIME: 
Approximately (445 + 30 N) MS, where N is the number of leading zeros. 


STORAGE: 


122 locations of instructions and constansts. 
No temporary storage. 
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ALPHANUMERIC OUTPUT SUBROUTINE 
(Program 19.0) 


FUNCTION: 
To print (or punch and print) alphabetic and/or numeric information. 
INPUT: 


A set of code words, where each code word consists of ) alphanumeric 
output codes. 


CALLING SEQUENCE: 


Loc. Inst. Add. 

x R Lo 
aQ+ 1 U Lo 
A+ 2 [code word] 


(M+ 1) +n [code word containing VQ ] 
Cae Ly itn) ete. 


Where n is the number of code words. 
EXAMPLE: 


INSTRUCTION 
OP, ADDRESS 


PROGRAM INPUT 


CODES LOCATION 


Ae 4 


y 1 |e 
n8.2.c2.0.081 | oe TR AEA ee TTA, 
Tine sb¢zoroA/J mple- 3 I lcrsc* AL v_ 
“Hiledselvaco! 2 Abt Lent 


This calling sequence will perform a carriage return, print "LGP-30" 
and execute a tab. 
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(Alphanumeric Output Subroutine continued) 


OUTPUT: 


Printing (or punching and printing) of alphanumeric characters 
selected. 


ALPHANUMERIC OUTPUT CODES: 
(See page 3 of ‘this write-up) 
OXIT : 


The routine will exit to the location following the location 
containing the exit code (VQ). 


STORAGE : 


58 locations of instructions and constants. 
No temporary storage. 


‘TIME: 

About 00 characters per minute. 
NOTE: 

-An increase in output speed can be obtained by switching the 
instruction in location 0035 with the one in 0036. This will raise 
output speed to 75 characters per minute. But this change requires 


that’ there not be a long carriage return or tab code as the lth code 
- of a code word. . 
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(Alphanumeric Output Subroutine continued) 


6-BIT ALPHANUMERIC OUTPUT CODES 


Lower Case 
Upper Case 
Color Shift 


Carr. Ret. 
Back Space 


: 
‘ 


Leave Routine 


OL, 
OJ 
1h 
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ARCSINE - ARCCOSINE SUBROUTINE 
(Program 20.0) 


FUNCTION : 


To compute ‘the arcsine | or arccosine of any given value between 
A<X<1l. A (6th degree polynomial approximation is used. 


INFUD 
One word in accumulator at q = 1. 

oUnPUr: 
One word in the accumulator at q = 9 in degrees. 


CALLING SEQUENCE: 


Arcsine | . Arccosina 
Loc. Inst. “add, Loc. Inst. Add, 
hel B  L(arg.) eo- 1 | iB L(arg-) 
a _R (Io + 21)46 of . Re (Lo + 21)a0 
A+ U | Lo ht 1 OU (Lo + 0221),5 
A+ 2 etc. | Ar+2 — etc. 


| . *i.e, track 02 sector 11 
oC - 1 need not be a B order. Any order or orders that leaves the 
argument in the accumulator is permissable. | | 


oe 

The maximum error is approxima vey 5 x 10” aii 
TIME: 

350 to 375 ms. 
STORAGE: | 


160 Locations of ianteustisns and constants. 11 locations of 
temporary storage (track 63, sectors 12, 15, 16, 17, 18, 19, 20, 21, 


23, 2h, 26). 
PROGRAM STOPS: 
(lp + 0161), | Argument is larger than 1 at q = 1. 
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NOTE: 
7 ‘Since the square root subroutine is required for the euaiuation 
of either arcsine or arccosine, the coding for the former (Program 15,0) 


is ‘included in this program (20.0), In those instances in which the 
square root subroutine is independently required, the following calling 


sequence may be used aor pauare: roOw extraction: 


K-11 - B oe L ie ve 
a Ren, Ge + 0150) F 


re etc. 


B.C For further information on the square | root, subroutine see program 
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- DEGIMAL MeMORY PRINTOUT 
(Program 21..0) 


FUNCTION: 


To print the contents of consecutive memory locations in decimal 
form. 


INPUT: 
Beginning and final. locations and the modifier (all in decimal). 


OUTPUT FORMAT: 


A. Locations: 
3 The printed location is equal to the real location minus. 


-the modifier used. 


.B. -Instructions: | | 
1. With modifier subtracted if in the range 
Modifier < Address < Final location. 


2. If in the range Modifier > Address > Final location. 
a. Instructions are preceded by an "x" if modifier # 0. 
b. Instructions are not preceded by an "x" if modifier = 0. 


C. Data: 
1. In decimal (at q=0) if transfer control button is up. 
. a. Decimal data preceded by sign and decimal .point. 


2, In hexadecimal if transfer control button is down. 
ae Hexadecimal data precacled by a comma. 


SGtout is” six words per line preceded by initial location of the 
line. Words are separated by spaces. The sign and decimal point are 
printed for decimal data words and a comma is printed for hexadecimal 
words. Two carriage returns are given before and after printing. 


‘Note: 


Data printed in this manner can be converted to its” 
real decimal value by multiplying by 29, 
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(Decimal memory printout continued.) 


PROCEDURE : 
1. Depress "manual input" button on the Flexowriter. 
2. Transfer to the first location of this routine. 
3. After the "manual input" light comes on, type the initial and 
final locations (in decimal) into the keyboard. 
4. ‘Depress the "Start Comp." button on the Flexowriter. 
S. After a space is given and "manual input" light comes 
on again, type in modifier in decimal. 
6. Make sure the "transfer. cortrol" is in the desired position - 
up for decimal data - down for hexadecimal. 
7. Depress the "Start Comp." button on the Flexowriter. 
8.. The position of the "transfer control" button may be changed 
at any time to change the output format of non-instructional 
words. ! - 3 
TIME: 


Approximately 60 words per minute, 


STORAGE : 


256 locations of instructions and constants (4 tracks). 
No temporary storage. 
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COMPLEX OPERATLON SUBROUEINE 
(Program 22.0) 


FUNCTION : 


To interpret and execute the instructions B, A, 5S, M, D, H and © 
as if they were complex operation instructions referring to a two word 
abstract accumulator. To provide for shitting the abstract accumulators 
to the right or left from 0 to 10 places. To permit address modification 
of instructions and test for the final addres 3s without leaving the complex 
operation mode of DEGEOIHE: 


INPUT: 

Real and imaginary parts of a complex number must be carried at 
the same "q" and be in consecutive memory locations. (i.e. renal in & ; 
imaginary in ¥+1). 

OUTFUT: 

Real and imaginary pacts of a complex nunber placed in memory 
locations specified by the program. See programminy section of this 
subroutine. oe 


CALLING SEQUENCE; 


Loc. Inst. Add. 


ob R ~ Lo 

A+ 1 a | ae © 

a+ 2 

hy 3 
. complex oparation 
. instructions 


Ot n Xi C000 Nexit" instruction 
a+nt+l = etc. 


PROGRAMMING: 


After executing the R Lo and U Lo instructions (where Lo is first 
instruction of the complex operation subroutine) the computer interprets 
and executes instructions as defined below. For simplicity "mis defined 
as a complex memory address (i.e. memory location m and m + 1) and m¢ 
is defined as a standard one-word memory address. 


h/11./5T7 


ORDER 


—#&B 


ADDRESS 


m 


mm 


m 
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INTERPRETATION 


BRING 

Contents of m 

replaces the contents of the abstract 
accumulators. 


ADD 
Contents of abstract accumulators plus 
contents of m replaces the cwonbenbe of 


the abstract acuumulatlors. 


SUBTRACT 
Contents of abstract accumulators minus 


contents of m replaces the contents 


of the abstract accunulators,. » 


MULTIPLY 


Contents of abstract accumulators times 
the contents of m replaces tha contents 


of the abstract accumulators... 


DIVIDE . 

Contents of abstract accumulators divided 
by contents of m replaces the contents of 
the abstract accumulators, 


HOLD 2 
Record the. contents of the abstract 


- accumulators into location m. Contents 


of abstract accumulators unchanged. 


CLEAR 
Record contents of the abstract accumulators 


‘into manory location m. Abstract 


accumulators are then set to zero, 


‘UNCONDITIONAL TRANSFER 


The next instruction ‘to be interpreted 
is located in location m? 


Tha users attention is called to: the 
fact that after the execution of this 
instruction the computer will continue 


to execute orders in the complex operation 


mode. This instruction may not be used 
as an exit from the subroutine. 
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ORDER ADDRESS INTERPRELALTON 


XE 09000 MXIT 
Wxit from the complex operation mode 
of interpreting instruction and begin 
executing instructions in conventional 
"machine Language" with instruction 
following Xf O000 instruction. 


To facilitate the programmers task of address modification, this 
subroutine contains a special address accumulator. The following four 
instructions permit the programmer to perform address moditication 
and test final address without leaving the complex operation mode. 


ORDER ADDRESS INTERPRETATION 
E om ENTER 


This instruction enters the address 
portion of the word at m into the 
address accumulator. 


XI T1T9S1 S90 INCREMENT . 
This instruction increments the address 
accumulator by TjT2 (track) and S So 
(sector) leaving the adjusted address 
in the address accumulator. 


x m ¢ STOR ADDRESS 
This instruction stores the address 
portion of the address accumulator in 
the address portion of memory location 
m¢. The address accumulator in un- 
altered, 


XZ TyT95,5e ZiRO TEST AND JUMP 
If the address portion of the address 
accumulator is equal tu T,T98,5S, the 
following instruction is skipped. 
When 1',155)55 differs from the address 
accumulator the instruction following 
XZ T1T25152 is executed. Note that this 
comparison is based only on the address 
portions. . 


Since the basic arithmetic operation A, S, M, and D obey the 
conventional "q" laws, (as established under "Scaling" in this manual) 
it is still the responsibility of the programmer to provide the proper 
binal point manipulations. To facilitate shifting to the right or 
left, the following instructions are provided. 
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XR 00 ny nN» "Right Shift" -- This instruction 
will shift the abstract. accumulators 
"n7Ne" places to the right. Where 
—"njne" js an integer in the range: 
Oenpneslo 


XP UO my Nne Mherl ohagt" -- This instruction wil! 
shift the abstract aceumulators  “'aytio" 
riaces to Lhe left. Where “upon! is an 
integer in the range: O¢gnjnoglO 


NOTES: 


1. The transfer control button feature was not programmed into 
the subroutine. Use of the —T instruction will result in 
a halt. 


2. In the explanation of orders above, use was made of the "x" 
to prevent modification of the corresponding address. If 
modification is desired do not precede the order with "X", 


3. Use of the order "?" will result in a programmed halt. 


4. Use of EOOOO for the first complex operation instruction 
is forbidden. | 


5. Shifts exceeding 10 places will be incorrectly interpreted. 
The table may be expanded to include large shifts if the 
user desires. 


Lrror Halts . 
Lo + 0122 (track 01 sector 22) — T instruction given. 


Lo + 015) (tract O01 sector 5))  T instruction given. 
Lo + 0135 (track 01 sector. 35) N instruction given. 


STORAGE: 


192 locations of instructions and constants (3 tracks). 
No temporary storage. 


ACCUMULATOR LOCATIONS: 
Lo + 0059 Real Accumulator 
Lo + 0033 Imaginary Accumulator 
Lo + 0219 (track 02 sector 19) Address Accumulator. 
TIME: 
The following table gives the approximate time required to execute 


each instruction. The times given are maximum times and in practice 
will be slightly less than the times given. 
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ORDER DRUM REV. Me (ms.) 
B a | 187 
Y | 6 136 
R i 238 
I 6 102 
D Tal 697 
N ? 11 187 
N = 13 221 
M 22 374 
P 17 289 
E (enter) — | 9 . | 153 
E (exit) | | é 102 
vo | 8 | 136 
C oy 238 
H | 1h 238 
A | 1h 238 
S 1h, 238 


L/re/st 
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FLOATING POINT INTERPRETIVE SYSTEM 
(Program 2.0) 


PART 1 


SECTION I: FUNCTION 


The function of this Gastiie point system is the reinterpretation 
of the LGP-30 fixed point order structure so that it may be programmed 
as a floating point computer. This reinterpretation is effected by: 


(1) The provision of a multiplier register and.an address 
register as well as a floating point accumulator. 


(2) The provision of more types of orders including cumulative 
multiply, shift, sign change, and function generating orders. 


(3) A broadening of the scope of certain instructions such as 
the input instruction and the print instruction. 


SECTION II: GENERAL CHARACTERISTICS 


Floating point programming has several advantages over fixed 
point programming in that it is more rapid, does not require an 
exact knowledge of the range of magnitude of the variables, and does 
not involve as much truncation of the smaller values when that range 
is large, Thirty-three orders are provided for in the system. 411 
of these orders except input, output, sine, cosine, arctangent, 
logarithm, and exponential are included in that section of the system 
known as the floating point interpretive routine. This routine requires 
only 10 out of the 6) tracks of LGP-30 memory leaving 356 words 
available for problem program and data storage. The input and output 
orders require 6 tracks and the floating point functions require 7 
tracks. The entire system leaves 262) words of memory left for 
problem program and’ data storage. 


Generally the execution of a floating point program will take 10 
to 20 times as lomp’ as the execution of the Sa fixed point 
program. 


Times for the execution of the individual | floating point orders 
are included in the summary tabulation at the end of part 2, 


SECTION III: REGISTERS 


(1) The floating point accumulator occupies 2 words 

of memory, one for the characteristic of a floating point 

number and one for the exponent. The floating point accumulator 
is: similar in function to the fixed point accumulator; it holds 
intermediate results. 


(2) The "multiplier (M) register occupies 2 words of memory, one 
for the characteristic of a floating point number and one for the 
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exponent. The multiplier register holds the multiplier for the reset and 
multiply order and for the cumulative multiply order. 


(3) The address accumulator occupies 1 word of memory and holds 
a single address or tally which is the same in form as for fixed 
point operations. 


(4), The contents of none of these registers is changed unless 
replaced by a new result. For example, the M register remains 
unchanged following execution of a square root or multiply 
instruction. Nor is the contents of any memory location changed 
except when affected as specifically noted in the order faa daa 
in the section that follows. 


SECTION IV: FLOATING POINT ORDERS 


Thirty-three orders are available: The list of these orders and 
their meaning follows. In the following exposition the term "accumulator" 
refers to the two memory cells of the floating point accumulator as 
defined above. 


A. Arithmetic Instructions | 
Memory location XXXX is the address of one floating point 
number in standard form as defined in Part 2. 


Ll. B XXXX. Bring 
The contents of memory location XXXX replace the contents 
of the accumulator, 


2. A XXXX. Add | 
The contents of the accumulator plus the contents of 
memory location XXXX replace the contents of the 
accumulator. 


3. S XXXX. Subtract 
The contents of the accumulator minus the contents of 
memory location XXXX replace the contents of the ~ 
accumulator. 


4. D XXXX. Divide 
The contents of the accumulator divided by the contents 
“of memory location XXXX replace the. contents of the 
accumulator. 


5. P XXXX+ Place | 
The contents of memory location XXXX replace the contents — 
of the M register. 


6. M XXXX. Reset and Multiply 
The contents of the M register multiplied by the 
contents of memory location XXXX Eepiace. the contents 
of the accumulator. 


7. N XXXX. Cumulative Multiply 
The contents of the M register multiplied by the | 
contents of memory location XXXX and added.to the contents 
of the accumulator replace the contents of the accumulator. 
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8. DOO0y. Right Shift 
The contents of the accumulator divided by 2Y replace the 
contents of the accumulator. The contents of accumulator 
remain in floating point form: 
Osys? 


9. %M OO0y. Left Shift | 
The contents of the accumulator multiplied by 2 replace the 
contents of the accumulator, The contents of accumulator 
- remain in floating point form. 
Osys? 


1O. H XXXX. Hold 
Place the contents of the adeunataten in memory location 
XXXX. 


ll. @ XXXX. Clear | 
Place the contents of the accumulator in memory location 
XXXX and’ set the accumulator to zero. 


B. Logical or Transfer Instructions 


le. U XXXX, Unconditional Transfer : 
The next instruction to be interpreted is in memory location 
XXXX. This order cannot be used to exit: from the floating 
point interpretive system. 


13. T XXXX. Test | 
The next instruction to be interpreted is in memory location 
XXXX if the accumulator is negative. Otherwise the first 
successive location will be uv eanetaat 


ly.  800T XXXX. Transfer Control 
The next instruction to be interpreted will be in memory 
location XXXX if either the accumulator has a negative 
characteristic or the transfer control switch is down. 
. Otherwise the first successive location will be interpreted, 


GO. Address Modification Instructions | 
Location XXXX implies a fixed point address. 


15. E XXXX. inter_ | 
The address portion of memory location XXXX Se ce the 
contents of the address accumulator, 


16. I XXXX. Increment | 
The address accumulator is incremented by the address XXXX,. 
This order can be used to decrement the address accumulator 
by complementing the address portion of the I XXXX order, 


17.. Y XXXX. Store Address 
The address portion of the address accumulator replaces the 
contents of the address portion of memory location XXXX. 


D. 
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‘18. 2 XXXX. Zero Test 


The address ofthe "Z" instruction is subtracted from 

the contents of the address accumulator. If the result is. 
not zero, the first successive instruction is interpreted. 
If the result is zero, the first successive instruction 
is skipped and the second successive instruction is 
interpreted. 


Auxiliary Instructions 


19. R XXXX. Return Address 
‘the Location of this instruction is increased by 2 and is 
stored in the address portion of memory location XXXX. 


20. U 0000. Reverse Registers 
The contents of the M register and accumulator are - 
interchanged. | 


21, B 0000. Set Sign Plus 
The sign of the accumulator is made positive if not 
already so. 


22. T 0000. Set Sign Minus 
The sign of the accumulator is made neeetave if not 
already so, 


23. ¥ 0000. Change Sign 
The sign of the acumulator is reversed. 


2h. Z 0000. Stop 
Computation is halted unless beak point switch No. 16 
is down. Depressing the start button causes the next 
instruction to be interpreted. 


25. E0000. Exit 
. Exit from the floating point interpretive system. 
Control is returned to the location following the location 
of the E 0000 instruction. 


Input-Output Instructions 


26. I 0000. Input 
Control is transferred to a floating point data input 
subroutine which reads decimally punched numbers on 
tape, converts them to floating binary, and stores them. 
The next instruction is interpreted after the proper 
exit code has been read from tape. See Section V, Part 1 
for tape format and input details. | 


27. P 0000. Print 
Print the contents of the accumulator. The contents of 
the accumulator are not destroyed. See Section VI, Part 1 
for Output format. 
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F. Function Evaluation Instructions 


28. R OCOO,. Sonare root 
The square roct of the contents of the accumulator re- 
places the contents of the accumulator. 


29. $ 0000, Sine 
The sine of the contents of the accumulator replaces the 
contents of the accumulator, The accumulator must be in 
radian measure, 


30. C 0000. Cosine 
The cosine of the contents of the accumulator replaces the 
contents of the accumulator. The accumulator must be in 
radian measure. 


31. A 0000. Arctangent 
The arctangent of the contents of the accumulator replaces 
the contents of the accumulator. Output is in radian 
measure. 


32. N 0000. Natural Logarithm. — 
The natural logarithm of the contents of the accumulator 
replaces the contents of the accumulator. 


33+ H 0000. Exponential 
The quantity e* replaces the contents of the accumulator, 
where x is initially the contents of the accumulator, 


SECTION V: DATA INPUT FORMAT 


Data input is accomplished by reading a prepunched decimal tape. 
The tape consists of groups of the following: 


-l. One identification word. This consists of a sign and two 
decimal digits for P, followed by four decimal digits 
for initial location to begin storing the converted 
floating point binary numbers. 


2. Signed decimal numbers. Each number consists of a sign 
(if negative) and seven decimal digits. 


3. A "minus zero" word. This consists of a minus sign followed 
by seven zeros, This number is not stored in memory, but 
is used by the routine to signal the end of the group. 


A stop code. must follow the last "minus zero" word. This is 
interpreted as a "zero" identification (I.D.) word since it follows 
the "minus zero" data word. It causes the system to exit from the 
subroutine, carriage return, and interpret the aRSEEUC ETON following 
the I 0000 instruction. 


P denotes the number of decimal places following the point in the 
seven digit field. -3 ¢ Ps15. Internally the exponent must be in the 
range -31 < Exp. < 31. 24 
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SECTION VI: DATA OUTPUT FORMAT 


The printed output consists of a decimal point followed by seven 
decimal digits of the characteristic and its sign. Following the sign 
there are two spaces followed by the exponent and its sign (if the sign 
is negative). e.g. .5060000- 02 is -50.60000. A tab is executed after 
printing, 7 
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FLOATING POINT INTERPRETIVE SYSTEM 
(Program 2)).0) 


PART 2 
Note: Refer to Part 1 for FUNCTION, REGISTERS, ORDERS, and INPUT and 
OUTPUT FORMAT. 
INPUT : 


Floating point numbers on tape or in memory, or numbers in the 
pseudo registers resulting from previous operations. 


CALLING SEQUENCE: 


Loc. Inst. Add 
> R Lo 

+1 U Lo 
Oh +2 ; ; 
Oh + 3 ? } | 

* . { Floating point operations 
Aa +n E 0000: "Exit" instruction 
A +n+1 etc. Resume fixed point 


- operation, 
INTERNAL NUMBER FORMAT: 


A standard floating point number as carried in memory consists of 
sign and 2) bits for characteristic (x) and sign and 5 bits for the 
exponent (y). However, all intermediate calculations (i.e., numbers 
appearing only in accumulator and multiplier registers) are carried with 
30 bits of characteristic and 30 bits of exponent. Each sees of any 
calculation must be in standard floating point form. (N = 5<|xj< 1. 
or x =03 -3l1<y< 31). Numbers appearing in tor eee or am registers 


7 are in the range .25 < 1x1 < .5 or x =0. 


The standard floating point binary form: 


X P24 eh Ree ae ataner wae X ' XXXXX 
Sign of Characteristic Sign of exponent Exponent 
Characteristic 2h bits. . 5 bits 
O for plus O for plus Power of2 
1 for minus : 1 for minus 


DATA TAPE PREPARATION: 


1. All characters of the I. D. word should be punched. @.8.: 
-0120)0*° must contain eight characters including the stop 
code. The stop code (') must be the last character punched. 
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2. Punch only those I.D. words appearing on the load sheet. 
Do not punch the stop code if an I.D. word is not present. 


3. The sign and any leading zeros of a positive number need 
not be punched. To enter all zeros merely punch a stop 
code. The sign and all seven digits of a negative number 
must be punched. 


4. Be sure to check each lodd sheet to see whether an additional 
stop cOde should follow the last number punched. 


EXIT: 


The interpretive routine exits to the first location following the 
E 0000 instruction, 


SUBROUTINE MEMORY RELATIONSHIPS: 


The arithmetic, logical, address modification, and auxiliary instruc- 
tions have been coded as a unified group on a single set of coding sheets 
("Floating Point Interpretive Routine"). A single corresponding tape 
has-been punched for this set. In many instances the programmer will 
wish to use just this part of the floating point system; if so, only 
this tape need be stored in the memory. This will leave 5 tracks 
for program instructions and data in contrast to 1 when the entire 
system is used. 


In other cases the Input-Output and/or function evaluation routines 
may be needed. Only those routines actually used need be stored on the 
drum. These required routines must be stored on the drum in the 
following relationship: 


Program Routine Start Fill Set Modifier No. of Tracks 
24.0 | Interpretive (Includes Y) Lo Lo 10 
11.3-12.3 Input-Output Lo + 1000 Lo + 1000 6 
Lh.1 Sine-Cosine Lo + 1600 Lo 2 1/2 
16.2 Arctangent Lo + 1832 Lo 11/2 
18.1 Logarithm Lo + 2000 Lo 1 
17.1 Exponential Lo + 2100 Lo 2 


All track 63 except sectors 10, 15, 16, 18, 23,.27, 29, 3h, 36, 0, 
47 thru 50, 52,56 thru 58, 60 and 63 is used for temporary storage by 
various parts of the system. Therefore Lo should be set such that no 
part of the floating point system used is stored in track 63.. 


PROGRAM STOPS: 


Loc. Order Meaning and Remedy 


Lo + 0654 © Z 0000. Programmed stop. Depress "start" to continue. 
Lo + 0556 H XXXX Exponent is too large. Location of instruction 
or being executed is in the real accumulator. 


C XXXY Start to continué. 
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Lo + 0556 = R 0000 Accumulator is negative. Location of instruction 
being executed is in the real accumulator. 
Start to continue. 


Lo +1152 I 0000 Input data has too large an exponent. A start 
| - will store a zero for that word and continue 
with next word on tape. 


Lo + 0612 D XXXX = Division by zero or a non-floated number. 


Do not continue. 
Lo + 2005 _N 0000 Accumulator is <0. A start continues with 
an answer of zero. 
Lo + 2028 N 0000 Accumulator exponent is not in range. Do not 
or continue. | | 
Lo + 2030 
TIME ; 


See summary tabulation. 
EXAMPLE : 

See the following LGP-30 coding sheet. 
NOTES: 


1. The floating point system may be left and re-entered without des-— 
troying the contents of the reer eter: 


Cae The exponent of a number in a register which is to be stored in 
memory must be less than +32, or a range error will result. If it is 
less than -31, the number is replaced by zero. 


3. It is strongly suggested that the initial location occupied by 
the system be the 00 sector of a track. If it is not, many of the 
addresses that refer to track 63 are not optimun. 


 \. It is also suggested that the entire system be placed in memory 
and punched out in parts by program 13.1. Then the parts needed may 
be loaded by program 10.1 and each check sum may be verified. 


5. All instructions with zero addresses have special interpretations. 
None of these zero addresses refer to memory location "zero", (0000), 
but rather designate a special interpretive instruction. This float- 
ing point system employs sixteen such special instructions. Further- 
more, the two-shift. instructions (D O00y, M OO0y) utilize the next nine 
addresses (0001 through 0009); hence the divide and reset and multiply 
instructions cannot use these addresses. 


SUMMARY TABULATION 


| ~C(M) x C(0c) —— Acc. 266 ms. C(Acc.) x 2A_s tcc. 


ie C(A— M | . | Print C(Acc.) 
lz C[Add.(oC)]——» Add. Acc. 


Add. Acc. = Address Accumulator register * 
.M = Multiplier register where 0 <a&< 9, 
Acc. = Floating point Accumulator . — >= Ts stored in 


= any address 
C = Contents of 


Ali times are approximate and will vary with the amount of overflow and/or underflow. 
slightly less than listed. Time will usually be reduced if any factor is zero. 


Actual times should be 


Il JO OT a8eg 


Address = 0: except for instructions "M 000&" and "D 000%", 


ILLUS TRATNGE EXAMPLE FOR FLOATING POINT INTERPRE; IVE SYSTEM 


LGP=-30 CODING SHEET | Paget of [1 
. 2 
Job No. GME Prog, No.2“4:0 Prep. by _G-A.W. cktd, by_ 4-40 pate 4Vune “S7 
Prolhlem CODING FO th Pez rec fol SIO tal Track | 


39002500 
0002800 


Program Input | & Instruction | Contents of 
___ Codes Bltocation Op. Address {Jp Address Notes 


oO 
~ 
x 
ta BX 
18) 
Q 
ie) 


Taput Cocthiciopt 


| 2 005 ) 
; 200s [ Tnitial Address» 


Zero | 

A "th cocfticn 

|Add nth cocfticrw; 

Lncrease address 5 
Rj aleaos + af 57685 .92 $2 unity! 
SYanc cantents of addros 
din (7) PEO 

e e 


ie adh terpre tive 
ee 
a 
B 
fi 
fi 
is 
Bi 
a ; 
xz 2orol|  |Zese fr Finish. 
a | or Fy1 
i 
Ea 
a 
ui | 
a 
a 
i 
t 


| 


| unt rest here: Finished _| 
Axe | 
i iene ee 

Lnritial 


| xX 
mie fe fe fe °o {oO ololo 
Wife fe 1% Te LO o iw Wn [= le 
S 
o 
S 


aE i eae Meera ey nN 
fete fe 
i Ko 
Cc 
iS) 
1S) 
o 
& 


; 


rr 
} 
t 


re 
T=) 


Floating point 
Data Input 
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0n00L0ck6 363 


